
 
 
 
 

The leading manufacturer of  
military grade loudspeakers  

GENERAL SPECIFICATION: MIL-H-49161 
MICROPHONE :  MIL -PRF-26542/10 
EARPHONES :  MIL -PRF-25670/5 

ELECTRO-ACOUSTIC CHARACTERISTICS 

SENSITIVITY:  
MICROPHONE: -56 dBm AT 1KHz W ITH AN INPUT OF 28 DYNES/CM²  
EARPHONES :  105dB RE. 20 µPa MIN AT 1KHz WITH AN INPUT OF 1mW ON A 6CC COUPLER  

IMPEDANCE: 
MICROPHONE:150 OHM ± 10% 
EARPHONES :  1000 OHM ± 15% EACH 

DISTORTION: 
MICROPHONE: 6% MAX. FROM 300Hz TO 7KHz AT 114dB SPL  
EARPHONES :  5% MAX FROM 100 TO 3500Hz  

 
Picture is for illustration purposes only, actual product may vary 
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Part Number  Description  

G05A006-PFK Headset-Microphone Kit MK1697/G 

G16A001-OPN CVC Helmet�² Small 

G16A002-OPN CVC Helmet�² Medium 

G16A003-OPN CVC Helmet�² Large 

MIL -H-49161  

Headset-Microphone Kit MK-1697/G 


